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WEIVER 2.0 A|[A8 Specifications

Specifications Capture mode

Frequency
* Frequency band
* Real-time bandwidth

0.1MHz ~ 2.7 GHz

24MHz, 48 MHz, 56 MHz
(1~56 MHz Adjustable by 1Hz step)

* Frequency resolution 1Hz
* Resolution bandwidth 3 KHz, 5 KHz, 10 KHz, 20 KHz
(Arbitrary BW in 1 Hz step- Patent Protect)

» Temperature stability +20 ppb
« Aging (annually) +50 ppb
Spectral Purity (HF)

*Phase Noise @1KHz offset, 1 GHz < -95 dBc/Hz
*Phase Noise @1KHz offset, 2.7GHz <-90 dBc/Hz
*Phase Noise @10KHz offset, 1GHz < -100 dBc/Hz
*Phase Noise @10KHz offset, 2.7Ghz < -95 dBc/Hz
Noise Figure (1GHz)

*HF < 7dB (Gain 50 dB)
*HF_Low Noise < 3dB (Gain 50 dB)
LF < 7dB (Gain 50 dB)
Amplitude

Input level accuracy +1dB

«Input dynamic range (CW tone) -130dBm ~ 0 dBm
-Gain range -15dB ~ +50dB

Input level resolution 0.01dB
*Max. DC input +25 VDC

@LUMANTEK

RF In
» 500hm, N-type female, DC-coupled

IF Band

» Resolution 16-Bit

» Sampling rate 2.5 MS/S~140MS/S (Adjustable)

» ADC Sample Clock 200 MHz

» Frequency 150MHz
Storage

» Internal (def.) 4 TB SSD

» Storage time (depending on BW)
— BW 24M
» External (opt.)

60 minutes/ 512 GB
4 TB SSD,
e-SATA X|& RAID Storage 4 Jts

Calibration

» 1 year

Environment

» Operating temperature 0 ~ +50°C
» Relative humidity 90%
» Storage temperature -20 ~ +70°C
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Specifications Playback mode

Frequency
-Frequency band 0.1MHz ~ 2.7 GHz RF Output Characteristics
-Real-time bandwidth 24M, 48M, 56 M > Gain Range* -30 ~ +30dB
. (Input level basis)
(1-56 MHz Adjustable) ) ]
) » Amplitude resolution 0.1dB step
*Frequency resolution 1Hz )
) ) » Amplitude accuracy +1dB
*Resolution bandwidth
— 3 KHz, 5 KHz, 10 KHz, 20 KHz
RF Out
*Temperature stability +20ppb
_ » 500hm, N-type female, DC-coupled
*Aging (annually) +50ppb

Overload Protection on RF Output
Spectral Purity

» Max. reverse RF power 1 W (max.)
*Phase Noise @1KHz offset, 1GHz < -95dBc/Hz ]

» DC input +25 VDC (max.)
*Phase Noise @10KHz offset, 1GHz < -100dBc/Hz

Calibration
Spurious Responses

» 1 year

+2nd Harmonic < -50dBc
-60dBc

IN

+3 Harmonic .
Environment

» Operating temperature 0 ~ +50°C
» Relative humidity 90%

» Storage temperature -20 ~ +70°C
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